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CONSTRUCTION DETAILS

T+ REMOVE EXISTING AND INSTALL FIVE-SECTION SIGNAL HEAD ONTO EXISTING SPAN WIRE AS SHOWN.

2, INSTALL FIVE-SECTION SIGNAL HEAD ONTO EXISTING STRAIN POLE AS SHOWN.
3, USE EXISTING SPAN WIRE TO RUN NEW 7-CONDUCTOR TO CABINET.

4., EXISTING STRAIN POLE TO BE UTILIZED.
5. INSTALL NEW SIGNAL HEAD ON EXISTING STRAIN POLE.
6, USE EXISTING POLE-MOUNTED CONTROLLER AND CABINET.

WIRING DIAGRAM
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A«B T7~CONDUCTOR ELECTRICAL CABLE. NO. 14 AWG
C 5-CONDUCTOR ELECTRICAL CABLE. NO.14 AWG
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NEMA PHASING
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OPERATION
PHASEING NDTES:

1.3 PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED 8Y A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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EQUIPMENT LISTS

EQUIPMENT TO BE FURNISHED THE ADMINSTRATION.

ITEM NO.  QUANTITY DESCRIPTION
9007 10 EACH 12" ONE-WAY. ONE-SECTION SIGNAL — BLACK-FACED
9034 3 EACH 8" DNE-WAY, ONE-SECTION SIGNAL HEAD (POLY) BLACK FACED
B. EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR.
ITEM NO. QUANTITY DESCRIPTION
1001 1 EACH MAINTENANCE OF TRAFFIC
8013 1 EACH REMOVE AND DISPOSE OF EQUIPMENT
8055 3 EACH 8" VEHICULAR TRAFFIC SIGNAL HEAD SECTION
8056 10 EACH 12" VEHICULAR TRAFFIC SIGNAL HEAD SECTIDN
8061 30 L.F. 5-CONDUCTOR ELECTRICAL CABLE. NO. 14 AWG
8062 430 L.F. 7-CONDUCTOR ELECTRICAL CABLE, NO. 14 AWG
GENERAL NOTES:
1.A1] underground utilities shown on these plans are schematic
only and may not be complete. The contractor shall be responsible
for notifying “MISS UTILITY” prior to construction so that all
utilities may be located in the field. If the contractor perceives
that a conflict between the utilities and the traffic signal will occur.,
the contractor shall notify the project engineer immediately
80 that the conflict may be reselved,
2.All pavement markings detailed are proposed and are
to be installed in accordance with SHA standards.
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